
SPIRAL
® HS

Full Vision. If You Can Take Your
Eyes Off the Actual Door.

Take one look at the Spiral HS door in action and it makes an
immediate impression.  With an ultra-high opening speed of up to 100 inches per
second, it’s extremely fast.  Yet for all that speed, its unique Spiral technology
keeps it whisper-quiet.  And its top-to-bottom full-width window slats give it an
extra measure of safety at the threshold.  Not to mention a sharp, high-tech look.
All of which promote an enviable image of cutting-edge operations.

For modern production environments with high traffic, the Spiral HS will take
your facility’s look and efficiency to a higher plain.

Speed and Security – With an opening

speed of up to 100 inches per second,

the Spiral HS improves traffic flow in

fast-paced production and warehousing

environments.  An interior door, it also

offers the security of a rigid door for

applications such as clean rooms and

other modern production environments. 

Whisper-Quiet – With no metal-to-

metal contact, the advanced Spiral tech-

nology offers whisper-quiet operation.

Safe – The top-to-bottom, full-width

window slats, dual electric photo eyes

and reversing edge in bottom bar pro-

vide full visibility and added safety at

the door’s threshold. 

Smooth Operation – The variable

speed AC Drive system provides ultra-

smooth operation with soft acceleration

and braking. 
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Specifications: Subject to change

Model: Rytec® Spiral® HS

Standard Size:  Up to 26 feet 3 inches wide
by 25 feet 7 inches high. 

Door Panel:  Aluminum slat frames with
clear polycarbonate windows are 6 inches
high by 1-3/16 inches thick.  Integral rub-
ber weatherseal between each of the panels. 

Side Frames:  Galvanized steel side frames
with full-height weatherseal on both sides
to seal against door panel.  Dual electric
photo eyes are standard.  Optional stainless
steel package available.

Counterbalance:  Up to three extension
springs in each side column, depending on
the size of the door.  The springs assist the
motor in opening the door.  Mechanical
egress lever on side column allows door to
be opened in the event of a power failure. 

Bottom Bar:  Extruded aluminum bottom
bar with control-reliable, electric reversing
edge. 

Drive System:  2 HP,  208V or 230/460
Volt, three-phase motor with variable speed
AC Drive which allows for soft accelera-
tion and braking.

Electrical Controls:  AC Drive system
with self-diagnostic capability and prepro-
grammed menu options.  Housed in a
NEMA 4 enclosure with vision window.
Includes cycle counter and 2-digit display.
Controller automatically adjusts limit
switches.
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Slat Construction and Visibility
Clear polycarbonate windows maintain the
security of a rigid door, while providing full-
height, full-width visibility for added safety
and room-to-room sharing of ambient light.

Compact Motor
AC Drive motor
is compact and
variable speed,
with soft accel-
eration and brak-
ing for smooth
starts and stops.

Spiral Door Controller
Self-diagnostics and preprogrammed menu
options make it easy to adjust operational
features and optimize performance for your
application.

Spiral Construction
Patented Spiral track and rollers permit quiet
and low maintenance operation.

Travel Speed:  Opens at up to 100
inches per second.

Warranty:  One year limited war-
ranty on materials and workmanship. 


